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Twinning Project TR 08 IB EN 03

Mission 1: Basis of the training

Anxo Mourelle – Expert

Integrated Environmental Permitting of LCPs

Ece Tok – Resident Twinning Advisor Counterpart
Cesar Seoanez – Resident Twinning Advisor 

José Alonso – Expert

 Programme, introduction and IEP draft By-Law (Ece)

Twinning project - TR/2008/IB/EN/03 

 Self-introduction and LCP guide (José and Anxo)

 ELVs, investments and basic guides (César)

Outline

Twinning project - TR/2008/IB/EN/03 

Training programme

 M 3 (22-25 jan): Assessment & preparation of a good permit

 Discussion of typical issues, with exercises

 Based on pilot LCP, and experience of Spanish experts

 M 2 (17-20 dec): Preparation of a good permit application

 3 missions: 

 M 1 (11-14 sept): introduction, materials, basis for missions 2 & 3
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Training programme

 Visit Çan LCP, see what parts of application can/cannot be completed

 Spanish experts: start preparing materials for mission 2

 Review together permit application contents & check-list

 Objectives of mission 1: 

 Present documents which are basis of training

 Solve doubts regarding LCP sector guide

 Agree on targets & contents of mission 2

Twinning project - TR/2008/IB/EN/03 

Eğitim üç aşamalı hazırlanmıştır.

Birinci aşama 11-12-13 Eylül 2012 tarihlerinde 

Çanakkale'de

İkinci Aşama 17-19 Aralık 2012, 

Üçüncü Aşama 22-25 Ocak 2013 

Tarihlerinde  Ankara’da yapılması 

öngörülmektedir. 

EĞİTİM

Twinning project - TR/2008/IB/EN/03 

Birinci aşama;

Eğitim dokümanlarına ilişkin bilgi verilmesi 

--taslak yönetmelik

--2 adet genel ve 1 adet teknik rehberin tanıtılması

Pilot tesis için, örnek entegre çevre izni başvurusuna esas 

teşkil edecek  çalışmaların  gerçekleştirilmesi,

İkinci aşama;

Birinci eğitim çalışmasında elde edilen bilgiler ışığında Örnek 

Entegre Çevre İzni başvuru dosyasının hazırlanması,

Üçüncü aşama;

Örnek başvuru dosyası kapsamında Entegre Çevre İzninin 

hazırlanması

EĞİTİM
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İÇERİK

-Amaç, Kapsam, Dayanak, Tanımlar

-Entegre Çevre İznine İlişkin Genel Esaslar

-Entegre Çevre İznine İlişkin Yasal Prosedür

--Amaç ve Uygulama

--Entegre Çevre İzni Başvurusu ve İznin 

Verilmesi

--Denetim ve yaptırımlar

-Geçici Maddeler

-Yürürlük

-Yürütme 

38 Madde 5 Ek 

Taslak Yönetmelik

Twinning project - TR/2008/IB/EN/03 

Madde 14: Başvuru formu

(izinle ilgili bilgiler + ÇED raporu + Seveso  

bildirimi)

Madde 15: Yetkili merci

Madde 16: Halkın 

bilgilendirilmesi süreci

120 iş

günü

Bilgi eksikliğinin 

giderilmesi

10 iş günü

- Belediyeden raporlar

- Şu konularda nihai raporlar:
• farklı atık su deşarjları
• atıklar

• gürültü kontrolü
• havaya emisyonlar
• yeraltı suları ve toprak

• Nihai ÇED raporu ve kararı 
(GEREKLİ İSE)

 Sağlık koruma bandı (GEREKLİ İSE)

 Atık su arıtma tesisi dizaynı onayı

 Yeraltı suyu arama ve kullanım izni
Kurulum izni (GEREKLİ İSE)
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Madde 18: Entegre Çevre 

İzni kararı taslağı

İşletmeci

Paydaşlar / genel 

halk

ÇŞB / izin Dairesi

Madde 17: Farklı yetkili idare veya daireler 

tarafından verilen raporların temin edilmesi

Madde 18: Projenin bir bütün olarak 

değerlendirilmesi

ÇED + Çevre İzni

ÇŞB / Denetim dairesi

Madde 20: Görüş/itirazların yetkili merci tarafından değerlendirilmesi

Madde 20: Yetkili merci tarafından Entegre Çevre İzni (uygunluğun kontrolü 

sonrasında geçerliliğin korunabilmesi için yerine getirilmesi gereken koşulları içeren)

P
ro

s
e
d

ü
rü

n
 b

u
 k

ıs
m

ı 
2
4
0

iş
 g

ü
n

ü

Madde 20: Iptal

Madde 22: İşletmeciye bildirim Madde 22: Yayımlanır

GEREKLİ İSE- ÇED raporunun 

alınması için ilk basamaklar

Seveso kategorisini gösteren 

Seveso bildirimi – GEREKLİ İSE

10 iş günü

20 iş

günü

20 iş günü

Dosya 15 iş günü 

boyunca erişilebilir 

durumda

15 iş günü

Madde 19: Görüşlerin/itirazların yetkili 

idareye gönderilmesi ve bu merciiler 

tarafından cevapların hazırlanması

Madde 12: İnşaat aşamasından önce 

gerekli diğer yapı izinleri (inşaat gerekli ise)

10 iş günü

Madde 19: Görüş/itiraz süreci

Yetkili İdareler & Halk 15 iş günü

5 iş günüMadde 19: İddiaların konuyla ilgili 

yetkili makamlara  iletilmesi

Twinning project - TR/2008/IB/EN/03 

Faaliyetin başlayabilmesi için yapı kullanım izni & diğer çevre-dışı konulara ilişkin izinler – GEREKLİ İSE

Entegre Çevre İzni ile uygunluğun kontrolü

Olumsuz (uygun değil)
Gerekli değişiklikler 

için 20 iş günü
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Olumlu Olumsuz

Uygunluk Yazısı

İşletmeciye bildirim

İşletmenin inşaası / kurulumu / yenilenmesi

Uygunluk incelemesi için yetkili otoriteye bildirim

FAALİYET BAŞLAR

5 iş günü

5 iş günü

Olumlu (uygun)

Daha fazla zaman 

gerektiren özel durumlar 
yönetmeliğin 23. ve 24.

maddesinde tanımlanmıştır

M
a
d

d
e
le

r 
2
3
 &

 2
4

M
a
d

d
e
  

2
5



11/03/2013

4

Twinning project - TR/2008/IB/EN/03 

Taslak Yönetmelik

-Entegre çevre izni sürecinde yer alan  Yetkili 

merci,idareler arasında koordinasyon ve işbirliği 

esasları

-Entegre çevre iznine tabi işletmeler ve faaliyetlerin 

kurulması, işletilmesinde ve kapatılmasında uyulması 

gereken esaslar ve işletmecilerin yükümlülükleri

-Çevre kalite standartları (Alıcı ortam kriterleri)

-Bilgiye erişim ve izin prosedürüne halkın katılım 

esasları

-Yeni kurulacak işletme/faaliyetler için ÇED ve entegre 

çevre izni sürecinin eş zamanlı yürütülmesi için esasları 

içerecek şekilde kurgulanmıştır.
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Taslak Yönetmelik

Entegre çevre iznine tabi işletmeler/tesisler /faaliyetler 

1.Enerji üretimi,

2.Metal üretimi ve işlenmesi 

3.Mineral endüstrisi  

4.Kimya endüstrisi, 

5.Atık yönetimi, 

6.Diğer faaliyetler (tekstil, kereste üretimi, ağaç işleme, deri işleme, 

mezbahane, gıda ve hayvan yemi üretimi, kümes hayvancılığı, karbon 

üretimi)

Mevcut Çevre izin Lisans Prosedürüne tabi işletmeler listesi  ile Entegre 

Çevre İzni kapsamında yer alacak işletmeler listesinin tek liste haline 

getirilerek,bu kapsamdaki işletme/faaliyetler için  izin prosedürünün 

birleştirilmesi ,

Entegre Çevre İzni kapsamı dışında kalan işletmeler için izin gerekliliği 

veya kayda alma,izleme, kontrol esaslarına dayalı bir prosedür 

oluşturulması hususlarının  değerlendirilmesi gerekmektedir.

Twinning project - TR/2008/IB/EN/03 

Taslak Yönetmelik

Entegre çevre izninin amacı

•Çevrenin bütün olarak korunması için;

– entegre kirlilik önleme ve kontrol sistemi oluşturarak hava, su 

ve toprağa yönelik sanayi kaynaklı emisyonları önlemek veya 

önlenemediği durumlarda azaltmak ve atık oluşumunu 

azaltmak, 

•Entegre çevre izin işlemleri ilgili adımları hızlandırmak ve izin 

başvurusu yapanların idari yükünün azaltılması için;

– iznin verilmesi sürecine dahil olan çeşitli resmi makamlar 

arasında koordinasyonu sağlayan bir prosedür aracılığıyla, 

yönetmelik kapsamındaki işletmelerin bu Yönetmeliğin hüküm 

ve esaslarına uygunluğu sağlayan koşulların tamamını ortaya 

koymaktır

22 Kas?m Sanayici topl\Annex_I_IED_law_Spain_explanations_TR_by-law[1].doc


11/03/2013

5

Twinning project - TR/2008/IB/EN/03 

Taslak Yönetmelik

işletmelerin kurulması ve işletilmesindeki genel ilkeler;

•Çevrenin bir bütün olarak korunması için mevcut en iyi tekniklerin  (MET) 

uygulanarak kirliliğin önlenmesi için gerekli tüm tedbirlerin alınması,

•Atık olusumunun önlenmesi, azaltılması veya atığın olustugu durumlarda 

atığın, yeniden kullanım, geri dönüşüm, geri kazanım işlemleri için 

hazırlanması ya da bunun teknik ve ekonomik olarak mümkün olmadığı 

durumlarda atığın, çevre üzerindeki her türlü etkiyi önlemek veya azaltmak 

suretiyle bertaraf edilmesi,

•Enerji, su, ham madde kaynakları ve diğer kaynakların verimli 

kullanılması,

• Faaliyetlerin kesin olarak sona ermesi durumunda kirlilik riskinin 

önlenmesi ve faaliyet sahasının yönetmelikte tanımlandığı hale 

getirebilmesi için gerekli tedbirlerin alınması,

Gerekmektedir.
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Taslak Yönetmelik

İzin sürecinin çevresel etki değerlendirmesi raporunun Bakanlığa 

sunulmasından sonra başlaması,ÇED Olumlu kararı alınması 

halinde sürdürülüp, sonuçlandırılması,

İşletme inşa edilmeden önce izin sürecinin  tamamlanması esas alınması

Tek bir sınır değer yerine,MET Sonuç Belgelerinde yer alan emisyon 

düzeyleri uygulaması (The BAT-associated emission levels)

İzin Koşullarının işletmeci ve ilgili taraflar ile müzakere edilmesi  

(Md18/19)

Yetkili merciinin tüm süreci koordine etmesi

Twinning project - TR/2008/IB/EN/03 

Taslak Yönetmelik

YÜRÜRLÜK

Yeni Tesisler için Yönetmelik hükümleri 

yönetmeliğin yayımı tarihinden itibaren 3 yıl sonra

yürürlüğe girer. 

Mevcut tesisler yönetmeliğin yürürlük tarihinden 

itibaren en geç 10 yıl içinde, bu Yönetmelik 

hükümlerine göre entegre çevre izni almakla 

yükümlüdürler.(mevcut tesisler için 13 yıl geçiş 

süreci öngörülmüştür.)
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 Different legislation and reference documents

Twinning project - TR/2008/IB/EN/03 

 Large investments to modernise/adapt

 More demanding environmental standards

Motivation:
IED implementation not easy!

 EU: IED & BREFs (LCP BREF & horizontal)

Twinning project - TR/2008/IB/EN/03 

 Turkey:

Legislation and 
Reference Documents

 National BAT guide for coal & lignite LCPs

 IEP (draft) By-Law

 For MoEU: good assessment of application

 For industry: good permit application

 Basic guides:

Twinning project - TR/2008/IB/EN/03 

Environmental Standards
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Investments in LCPs

 Spain

 Poland

 Main investments: precipitators (12.5 M€) & WWTP (1.6 M€)

 For whole LCP sector, 6.2 billion € in period 2001-2010

 Study post-implementation of IPPC (2008-2009)

 84 LCPs answered, average of 14 million € / installation

 Example: As Pontes coal LCP : IPPC permit

 Example: EON coal LCP

 Estimate pre-implementation of IPPC (1999)

Twinning project - TR/2008/IB/EN/03 

Basic guide for industries

 Review and update of permit conditions

 Annexes: IEP contents & Installations under the scope of IEP by-law

 Permit application contents

 Have you read it? If not, do it. Suggestions welcome. 

 Intro to IEP & IED

 Permitting procedure

 Contents: 

 Explanations of some concepts of IEP by-law

Twinning project - TR/2008/IB/EN/03 

Basic guide for industries

III. Other documentation

II. Project report

 Permit application contents:

I. Kind of installation & application: new, existing…

 3 sections:

 Integrated permit: covers all aspects

 Afternoon: detailed review
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Basic guide for industries

II. Project report:

6. Emissions & controls:

1. General data: name, owner…

2. Description of installation: NACE, location, kind of activity…

3. Technical characteristics: capacity, working hours…

4. Production process

5. Consumptions of energy, water, raw materials…

6.6. Not normal operation conditions

6.4. Waste: hazardous, non-h, packaging 

6.5. Soil & groundwater protection

6.3. Wastewater discharges

6.1. Air emissions

6.2. Noise emissions

Twinning project - TR/2008/IB/EN/03 

Basic guide for industries

II. Project report:

 Includes description of BAT implementation

 Includes planned actions and deadlines to implement new BATs 

and meet BAT AELs

 Includes control & monitoring measures

Twinning project - TR/2008/IB/EN/03 

Basic guide for industries

III. Other documentation:

8. Non-technical summary of info provided in application

1. EIA Report (art. 11 of EIA By-Law)

2. Compatibility with urban planning

3. Classification according to SEVESO legislation

4. Information considered to be confidential

5. Environmental insurance compliance

6. Compliance with other environmental legislation

7. Baseline report on soil & groundwater status
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Basic guide for industries

 Description of permitting procedure

1. Duration of permit (art. 28 of By-Law)

2. Criteria defining “substantial change”

 Addition of non-substantial changes may lead to substantial one

 Review and update of permit conditions:

Twinning project - TR/2008/IB/EN/03 

Basic guide for industries

 Explanations of some concepts of IEP By-Law:

1. Equivalent parameters and technical measures

2. General Binding Rules

3. Environmental Quality Standards

4. Ownership cases

5. Flexibility to modify ELVs

6. Assessment as a whole of environmental impacts

7. “Compounds” of Annex II

Twinning project - TR/2008/IB/EN/03 

Basic guide for industries

 Annex II: installations under scope of By-Law: doubts?

 Annex I: structure of permit
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Basic guide for MoEU’s staff

 Instead Annex 2, check-list of those contents

 Overlaps with guide for industries

 No permit application contents, 

 3.2 Explanations of docs to be presented by the operator

 Suggestions for improvements welcome 

 Differences: 

Twinning project - TR/2008/IB/EN/03 

National BAT Guide for coal 
and lignite LCPs

Twinning project - TR/2008/IB/EN/03 

José Alonso Picón

 PhD. Chemical Sciences; BSc Pharmacy

 Extensive Experience in government for 36 years

 University Professor and lecturer in post-graduate

level in environmental issues and programs (Master)

 Environmental Chief Inspector for industry in charge

of Galician Autonomous Government (Spanish Region)

 Customs National Chief investigator (Spanish

Government)  



11/03/2013

11

Twinning project - TR/2008/IB/EN/03 

Anxo Mourelle

 BSc Hydraulic & Mechanical Tech Engineer; 

Environmental Engineering Master Degree

 Environmental Industry & Permit application

experience for 22 years in energy sector

 Lecturer & Speaker in post-graduate programs and 

Business Schools for environmental issues and 

programs (Master)

 Environmental Expert for the industry in several

countries at international level (EU & South America)
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GUIDE LCPs

I. Scope of the guide

IED : Industrial Emissions Directive 2010/75/EU

1. Large Combustion Plants (LCPs): coal and lignite

2. Alignment with the specifications stated in chapters I and II of the IED

3.Permits must be based on BATs associated ELs (described in BREFs)

4. Importance of the coal and lignite LCPs in Turkey.

5. Guide adapted to the characteristics of the LCPs Sector in Turkey.

6. PRACTICAL INFORMATION for both the industry and the staff of the MoEU

Twinning project - TR/2008/IB/EN/03 

II. Objectives:

This guide IS NOT A LAW  that establishes emission limit

values (ELVs)

1. Overview of the sector in Turkey (Chapters 1 and 3).

2. Describe the processes, technologies and techniques (Chapter 2)

3. Discuss the BATs and some emerging techniques (Chapters 4 and 6)

4. Discuss the available tools and methods to monitor and control (Chapter 5)

5. Provide some annexes to use as reference tools

This guide should constitute a reference for the staff of the MoEU

and for the coal and lignite LCPs’ representatives.

GUIDE LCPs
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Guide LCPs

III. Index

Annexes.

Glossary of terms and acronyms. Introduction

1.- General Information for the coal energetic combustion sector (Turkey).

2.-Technological process, technologies and techniques description.

3.-Current emission levels, energy and raw material consumption.

4.-Best available techniques in the hard coal and lignite combustion

at power plants.

5.- Control and emission monitoring.

6.-Emerging  techniques.

Twinning project - TR/2008/IB/EN/03 

GUIDE LCPs

IV.- Most interesting sections

Chapter 5: CONTROL AND EMISSION MONITORING

5.1.- Air

5.2.- Surface waters

Chapter 2 

2.2.- Main aspects consider for determination of the BAT in the

coal/lignite combustion

2.4.-Additional treatments for the solid fuel used in power plants

2.5.-Fluidised bed combustion

2.9.-Auxiliary processes and potential environmental issues

Chapter 4 (BATs)

4.2.- BAT to reduce atmospheric emissions

4.3.-BAT to reduce wastewater pollutants

Twinning project - TR/2008/IB/EN/03 

Guide LCPs

Chapter II . Section 2.2

Techniques to prevent and control emissions ( air and water )

2.2. Main aspects to consider for the determination of the BAT in the

Coal/lignite combustion

Seven ( 7 ) sections describe :

1.-Techniques for unloading, storage and handling of fuel and additives

2.-Techniques for fuel treatment

3.-Techniques to increase energy efficiency

4.-Techniques for the prevention and control of dust and particle-bound

heavy metal emissions.

5.-Techniques for preventing and controlling SO2 emissions.

6.-Techniques for preventing and controlling NOx and N2O emissions.

7.-Techniques to prevent and control water pollution.
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GUIDE LCPs

2.2.2-  Techniques for fuel pretreatment (Described in BREF section 4.5.3) 
 

 
 
Technique 

 
Environmental benefit 

Applicability Operational 
experience 

 

Cross-media effects 
 

Economics Remarks 
New plants Retrofitable 

 
 
 
 
Fuel switch 

 
 
 

Better environmental 
profile of fuel  (low sulphur, 

low ash content) 

 

 
 
 
Not practised 

 

 
 

Depends on the 
design 

characteristics of 
the specific boiler 

 

 
 
 
 
 

High 

Lower impurities in the 
coal leads to less 

emissions. Low ash 
content involves a PM 

emission reduction and a 
reduction of solid wastes 

for utilisation/disposal 

 
 
 
 
The fuel Price 

might be 
higher 

 
 
The possibility of changing the 
fuel may be limited because of 
long-term delivery contracts or 
full dependence on local mines 

Coal blending and 
mixing 

 

Avoiding emission peaks  
Possible 

 
Possible 

 
High 

 

Stable operation   

 

 
Coal washing 

 

 
Reduction of leachable 
impurities 

 
 
Possible 

 
 
Possible 

 
 

High 

 

Lower impurities in the 
coal leads to less 

emissions 

Additional cost 
of coal washing 

plant 

Usually coal washing is 
practised directly on the 

mining site 

 
 
Lignite pre-drying 

 
Increased efficiency of 

approximately 3-5 
percentage points 

 
 
 
Possible 

 
 
 
Possible 

Limited 
experience 

because only 
applied as pilot 

plant 

 
 
 
Increased efficiency 

 
Additional cost 
of lignite dryers 

Large size lignite driers have 
not been built to date 

 
 
 
 
Coal gasification 

 
 
Increased plant efficiency 
and lower emission levels 

particularlry for NOX 

 
 

Possible  

 

 
 
 
 
Not possible 

   
 
 

 

In the medium term, 
gasification has the potential 

to constitute a viable 
alternative to normal 

combustión, particularly in 
view of the expected electrical 
efficiencies of 51-55% prevista 

de 51 – 55%. 

 

 

Table 2.2: Techniques to be considered for fuel pretreatment 
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Guide LCPs

Chapter IV : BATs

4.2: BAT to reduce the air emissions.
Techniques for reducing dust emissions and emission limit values (ELVs ):.

(BREF several sections .NOx ; SO2 ; CO ; heavy metals; other emissions

(clhorides, ammonia…))

4.3: BAT to reduce  wastewater pollutants.

4.4.- BAT to reduce soil and underground water pollution risks

4.5. BAT measures to control noise emissions

4.6.-BAT for environmental management ( eg: checking performace

and taking corrective actions ( monitoring and measurement : 

continuous monitoring of emissions ).

Twinning project - TR/2008/IB/EN/03 

Guide LCPs
Table 4.5:  BAT for the prevention and control of sulphur dioxides from coal-and lignite-fired combustion plants.  

Capacity (MWth)
Combustion

techniques

SO2  e m i s s i o n  l e v e l  a s s o c i a t e d  w i t h  B A T  (mg/Nm3)

BAT options to reach these levels Applicability Monitoring

New plants Existing plants

50 – 100

Grate-firing 200 – 400 200 – 400 Low sulphur fuel or FGD (sds) New and existing plants Continuous

PC 200 – 400 200 – 400 Low sulphur fuel FGD (sds,dsi) New and existing plants Continuous

CFBC - PFBC 150 – 400 150 – 400 Low sulphur fuel 

Limestone injection

New and existing plants Continuous

BFBC 150 – 400 150 – 400 Low sulphur fuel.

FGD (dsi), FGD (sds)

New and existing plants Continuous

100 – 300

PC 100 – 200

100 – 250

Low sulphur fuel. 

FGD (wet,sds), FGD (dsi,up to about 200 MWth).

Seawater scrubbing.

Combined techniques for the reduction of NOx and 

SO2.

New and existing plants
Continuous

CFBC - PFBC 100 – 200 100 – 250 Low sulphur fuel

Limestone injection

New and existing plants Continuous

BFBC 100 – 200 100 – 250 Low sulphur fuel

FGD (wet, sds)

New and existing plants Continuous

>300 PC 20 – 150 20 – 200

Low sulphur fuel

FGD (wet), FGD (sds).

Seawater scrubbing.

Combined techniques for the reduction of NOx and SO2

New and existing plants

Continuous

CFBC - PFBC 100 – 200 100 – 200 Low sulphur fuel

Limestone injection

New and existing plants Continuous

BFBC 20 – 150 20 – 200 Low sulphur fuel

FGD (wet)

New and existing plants Continuous

Notes:PC : Pulverised combustion. CFBC : Circulating fluidised bed combustion. PFBC : Pressurised fluidised bed combustion.; BFBC : Bubbling fluidised bed combustion. FGD (wet) : Wet flue-gas desulphurisation. FGD (sds) : Flue-gas 

desulphurisation by using a spray dryer. FGD (dsi) : Flue-gas desulphurization by dry sorbent injection.

Table 4.5:  BAT for the prevention and control of sulphur dioxides from coal-and lignite-fired combustion
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Guide LCPs

Chapter V

Control and emission monitoring.

5.1.- Air 

5.1.1.Emissions . Selection of pollutants ( SO2 ;NOx expressed as NO2 

and particles. Other pollutants to report to the E-PRTR; Operating conditions

and measurement techniques (AMS ; peripheral AMS ; QAL1 ; QAL2 and 

QAL3) ; AST.

5.1.2.Air quality: air pollutants inmission control. Modelling of pollutants into

the atmosphere.

5.2.-Waste waters (classified into 4 different water flows)

5.2.1-Selection of parameters and pollutants; Other pollutants to be reported

to E-PRTR.

5.3.- Soil and groundwaters
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Parameter Units Units 

Maximum 

Daily Value 

Observations

Maximum punctual flow l/s

Average daily flow m 3 / day

Annual volume m 3 / day

Discharge temperature ºC Temperature difference between 

incoming and outgoing waters

pH pH unit

Solids in suspension mg / l Kg / day

COD mg / l O 2 Kg / day

BOD 5 mg / l O 2 Kg / day Specific for sanitary water flows

Ammonium mg / l N Kg / day

Nitrites mg / l N Kg / day

Nitrates mg / l Kg / day

Sulfates mg/l SO4
-2 Kg / day Desulphurisation unit

Total Phosphorus mg / l P Kg / day

Free Chlorine mg / L Cl Kg / day Water Cooling

Chlorides mg / l Kg / day Desulphurisation unit

Zinc mg / l Zn Kg / day

Copper mg / l Cu Kg / day

Lead mg / l Pb Kg / day

Total chromium mg / l Cr Kg / day

Niquel mg / l Ni Kg / day

Iron mg / l Fe Kg / day

Mercury mg / l Hg Kg / day Desulphurisation unit

Oils and fats mg / l Kg / day Water run-off from rains

Under thes premises, the permit for an LCP will determine: 
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Annexes

1. Examples of BAT implementation in Spain

2. Regulations on measurements of air immissions

3. Check-list for permit application, and table with correspondence with BREFs

4.Start-up  and shut-down periods: EU Commission implementing Decision

5. Parameters to be considered in discharges to water

6. ELVs comparison table for some air pollutants

7. List of applicable national legislation
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What is to be read ?

1. If you are not into the LCP sector : READ FROM THE BEGINNING.

2. If you are LCP expert : START IN CHAPTER 4 , and if you have

any doubts when reading , see chapter 2, and  the LCP BREF. 

Did we have a National LCPs  guide for Operators and Competent

Authorities in Spain ?  No,we didn´t.You are very lucky. 
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Questions related to the 
content of the guide?

Teşekkürler!

ece.tok@csb.gov.tr

cesarseoanez.ippc@gmail.com

jose.francisco.alonso.picon@xunta.es

anxo_mourelle@serumano.com
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